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Fig. 9: Measured error FCx150 DN 15 (Example) 

 
FCx150 

Measurement 

dynamic 

Flow rate Measured 

error1) 

Repeatability1) 

100:1 80 kg/h 

(176,4 lb/h) 

≤ 0,8 % 0,4 % 

50:1 160 kg/h 

(352,7 lb/h) 

≤ 0,4 % 0,2 % 

10:1 800 kg/h 

(1763,7 lb/h) 

≤ 0,1 % 0,05 % 

2:1 4000 kg/h 

(8818,5 lb/h) 

≤ 0,1 % 0,05 % 

1:1 8000 kg/h 

(17637 lb/h) 

≤ 0,1 % 0,05 % 

 

FCx150 – high accuracy 

Measurement 

dynamic 

Flow rate Measured 

error1) 

Repeatability1) 

100:1 80 kg/h 

(176,4 lb/h) 

≤ 0,5 % 0,25 % 

50:1 160 kg/h 

(352,7 lb/h) 

≤ 0,25 % 0,122 % 

10:1 800 kg/h 

(1763,7 lb/h) 

≤ 0,1 % 0,05 % 

2:1 4000 kg/h 

(8818,5 lb/h) 

≤ 0,1 % 0,05 % 

1:1 8000 kg/h 

(17637 lb/h) 

≤ 0,1 % 0,05 % 

 
1) Enter measured error and repeatability as % of measured value 

 

 

Measured error and base accuracy for liquids 

 FCx130 FCx150 FCx150 – high 

accuracy 

Order code flow 

calibration 

A, B, E, J, K, 

N 

C, D, L, M D, M 

Order code density 

calibration 

1 3, 4 5 

Mass flow1) ± 0.4 % 

± 0.25 % 

± 0.2 % 

± 0.15 % 

± 0.1 % 

± 0.1 % 

 

Volume flow1) ± 0.4 % 

± 0.25 % 

± 0.2 % 

± 0.15 % 

 

± 0.11 % 

 

Density 0.010 kg/l 2) 0.002 kg/l 2) 

0.001 kg/l 2) 

0.0005 kg/l 2) 

 

Repeatability for 

flow rate 

See chapter "Measured error and repeatability" on 

page 11. 

Repeatability for 

density 

0.002 kg/l 2) 0.002 kg/l 2) 

0.001 kg/l 2) 

0.00025 kg/l 2) 

 

Temperature 1 K 0.5 K 0.2 K 

 
Measured error and base accuracy for gases 

 FCx130 FCx150 FCx150 – high 

accuracy 

Order code flow 

calibration 

A, B, E, J, K, 

N 

C, D, L, M D, M 

Order code density 

calibration 

1 3, 4 5 

Mass flow1) ± 1 % ± 0.5 % ± 0.5 % 

Temperature 1 K 0.5 K 0.2 K 
 
1) Enter measured error and base accuracy as % of measured value 
2) For the density range from 0.5 … 1.8 kg/dm³ 
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Zero stability 
 
Nominal diameter FCx130  FCx150 FCx150 – high 

accuracy 

Order code flow 

calibration 

A, B, E, J, 

K, N 

C, D, L, M D, M 

Order code density 

calibration 

1 3, 4 5 

DN 15 (1/2“) 0.64 kg/h (1.41 lb/h) 0.4 kg/h (0.88 lb/h) 

DN 25 (1“) 2.16 kg/h (4.76 lb/h) 1.35 kg/h (2.98 lb/h) 

DN 50 (2“) 7.20 kg/h (15.87 lb/h) 4.5 kg/h (9.92 lb/h) 

DN 80 (3“) 20 kg/h (44 lb/h) 20 kg/h (44 lb/h) 

DN 100 (4“) 41.6 kg/h (91.7 lb/h) 41.6 kg/h (91.7 lb/h) 

DN 150 (6“) 68.8 kg/h (151.68 lb/h) 68.8 kg/h (151.68 lb/h) 

 
Effect of the medium temperature 
 
 FCx130 FCx150 FCx150 – high accuracy 

Order code flow 

calibration 

A, B, E, 

J, K, N 

C, D, L, 

M 

D, M 

Order code density 

calibration 

1 3, 4 5 

On flow rate less than ± 0.0015 % 

of Qmax / 1 K 

less than ± 0.0004 % of 

Qmax / 1 K 

On density less than 

0.0001 kg/dm3 per 

1 K 

less than 0.0001 kg/dm3 

per 1 K 

 
Effect of the operating pressure 
 
Nominal diameter Flow rate1) Density 

[kg/dm3 / bar] 

DN 15 (1/2“) -0.002 % No effect 

DN 25 (1“) -0.013 % 0.00035 

DN 50 (2“) -0.010 % 0.00027 

DN 80 (3“) -0.006 % 0.00019 

DN 100 (4“) -0.009 % 0.00024 

DN 150 (6“) -0.035 % 0.00045 
 
1) Influence of operating pressure as % of measured value per bar 

 

 

Specifications 
Pressure loss 
 

 
Fig. 10: Pressure loss curve (measured with water,  

viscosity: 1 mPas) 

 
Viscosity range 
If you are working with dynamic viscosities 
≥ 1 Pas (1000 mPas = 1000 cP), please contact ABB. 
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Temperature limits °C (°F) 
NOTICE 
When using the device in potentially explosive atmospheres, 
note the additional data in chapters "Use in potentially 
explosive atmospheres according to ATEX and IECEx" on 
page 41 and "Use in potentially explosive atmospheres in 
accordance with cFMus" on page 47! 
 
Measuring medium temperature Tmedium 
— FCx130: -50 … 160 °C (-58 … 320 °F) 
— FCx150: -50 … 205 °C (-58 … 401 °F) 
 
In devices with order code “Extended tower length – TE3”, the 
measuring medium temperature must be limited to a maximum 
of 140 °C (284 °F) from an ambient temperature of ≥ 65 °C 
(149 °F). 
 
Ambient temperature Tamb. 
-40 … 70 °C (-40 … 158 °F) 
 
Process connections 
For an overview of the available process connection variants, 
see the chapter entitled "Overview – models" on page 2. 
 

 

 

Pressure rating 
The maximum permissible operating pressure is determined by 
the respective process connection, the temperature of the 
medium to be measured, the screws, and the gasket material. 
For an overview of the available pressure ratings, see the 
chapter entitled "Overview – models" on page 2. 
 
Enclosure as protective device (optional) 
Oder Code PR5 
— Maximum burst pressure 60 bar (870 psi). 
 
Optional Oder Code PR6 and PR7 on request 
— Increased burst pressures up to 100 bar (1450 psi), 

possible for nominal diameters DN 15 ... 100 (1/2" … 4"). 
— Increased burst pressures up to 150 bar (2175 psi), 

possible for nominal diameters DN 15 ... 80 (1/2" … 3"). 
— Flushing connections are available on request. 
 
Pressure Equipment Directive 
Conformity assessment according to Category III, fluid 
group 1, gas 
Note the corrosion resistance of the meter tube materials in 
relation to the measuring medium. 
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Installation lengths in accordance with NAMUR standards 
The CoriolisMaster FCB130, FCB150, FCH130, FCH150 is the 
ideal device for use in accordance with NAMUR standards. 
While also conforming to other standards, the device can be 
ordered with installation lengths in accordance with NAMUR 
standards.The corresponding ordering option is S5. 
The exact lengths can be found in the tables in the chapter 
entitled "Devices DN 15 ... 150 in NAMUR standard installation 
lengths" on page 28. 
 
Materials for the transmitter terminal box 
 
Housing 

— Aluminum EN AC-44200 (YL104) 

or 

— Stainless steel 1.4409 (ASTM CF3M) 

 

Housing color 

— Center section: RAL 7012 

— Cover: RAL 9002 

Varnish layer thickness: 80 … 120 μm 

 
Materials for the sensor 
 
Wetted components 

Stainless steel 

— 1.4404 (AISI 316L) 

Stainless steel, polished 

— 1.4404 (AISI 316L) or 1.4435 (AISI 316L) certified in accordance with 

EHEDG with sensor material (AISI 316L) 

— C4 nickel alloy1) (2.4610) or C22 nickel alloy1) (2.4602) 

Optional: Manufacture in accordance with NACE MR0175 and MR0103 

(ISO 15156) 

 
Sensor housing2) 

Stainless steel 1.4404 (AISI 316L), 1.4301 (AISI 304), 

1.4308 (ASTM CF8) 

 
1) Hastelloy C is a registered trademark of Haynes International. C4 and C22 

nickel alloys are equivalent to Hastelloy C4 and Hastelloy C22. 
2) If the wetted parts of the sensor are made from nickel alloy then parts of the 

sensor housing are also manufactured from nickel alloy. However, the prevailing 
parts remain manufactured from the specified material. 

 
 

 

 

Material load for process connections 
 
Design Nominal 

diameter 

PSmax TSmax TSmin 

Pipe fitting 

(DIN 11851) 

DN 15 … 40 

(1/2 … 1 1/2“) 

40 bar 

(580 psi) 

140 °C 

(284 °F) 

-40 °C 

(-40 °F) 

DN 50 … 100 

(2 … 4“) 

25 bar 

(363 psi) 

140 °C 

(284 °F) 

-40 °C 

(-40 °F) 

Pipe fitting 

(SMS 1145) 

DN 25 ... 80 

(1 ... 3") 

6 bar 

(87 psi) 

140 °C 

(284 °F) 

-40 °C 

(-40 °F) 

Tri-Clamp 

(DIN 32676) 

DN 15 … 50 

(1/2 … 2“) 

16 bar 

(232 psi) 

120 °C 

(248 °F) 

-40 °C 

(-40 °F) 

DN 65 … 100 

(2 1/2 … 4“) 

10 bar 

(145 psi) 

120 °C 

(248 °F) 

-40 °C 

(-40 °F) 

 
Material load curves for flange devices 

 
Fig. 11: Stainless steel DIN flange 1.4571 / 1.4404 (AISI 316Ti / 316L) 

up to DN 200 (8“) 

 

 
Fig. 12: Stainless steel ASME flange 1.4571 / 1.4404 (AISI 316Ti / 

316L) up to DN 200 (8“) 
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Fig. 13: Nickel alloy DIN flange C4 (2.4610) or nickel alloy C22 

(2.4602) up to DN 200 (8“) 

 

 
Fig. 14: Nickel alloy ASME flange C4 (2.4610) or nickel alloy C22 

(2.4602) up to DN 200 (8“) 

 

 

 

Electrical connections 
Models FCB130, FCB150, FCH130 and FCH150 

 
Fig. 15: Electrical connection 
PA = Potential equalization 

 
Connections for the power supply 
 
DC voltage supply 

Terminal Function / comments 

1+ + 

2- - 

 
Connections for the outputs 
 
Terminal Function / comments 

A / B Modbus RTU (RS485) 

41 / 42 Passive digital output DO1 

The output can be configured as a pulse output, 

frequency output or switch output. 

51 / 52 Passive digital output DO2 

The output can be configured as a pulse output or switch 

output. 
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Electrical data for inputs and outputs 
NOTICE 
When using the device in potentially explosive atmospheres, 
note the additional connection information in the chapters 
entitled "Use in potentially explosive atmospheres according to 
ATEX and IECEx" on page 41 and "Use in potentially explosive 
atmospheres in accordance with cFMus" on page 47! 
 
Power supply 
 
Supply voltage 11 … 30 V DC 

(ripple: ≤ 5 %) 

Power consumption S ≤ 5 VA 

 
Digital output 41 / 42, 51 / 52 
Can be configured via Modbus. 
 

NOTICE  
— Digital output 51 / 52 cannot be configured as a 

frequency output. 
— Terminals 42 / 52 have the same potential. Digital 

outputs 41 / 42 and 51 / 52 are not electrically isolated 
from each other. 

— If you are using a mechanical counter, we recommend 
setting a pulse width of ≥ 30 ms and a maximum 
frequency of fmax ≤ 3 kHz. 
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Fig. 16: Passive digital outputs (I = internal, E = external) 
A Passive digital output 41 / 42 as pulse or frequency output, 

Passive digital output 51 / 52 as pulse output  B Passive digital 
output 51 / 52 as binary output 

 

 

Pulse / frequency output (passive) 

Terminals 41 / 42 (pulse / frequency output) 

 51 / 52 (pulse output) 

Output "closed" 0 V ≤ UCEL ≤ 3 V 

For f < 2.5 kHz: 2 mA < ICEL < 30 mA 

For f > 2.5 kHz: 10 mA < ICEL < 30 mA 

Output "open" 16 V ≤ UCEH ≤ 30 V DC 

0 mA ≤ ICEH ≤ 0.2 mA 

fmax 10.5 kHz 

Pulse width 0.1 … 2000 ms 

 
Binary output (passive) 

Terminals 41 / 42, 51 / 52 

Output "closed" 0 V ≤ UCEL ≤ 3 V 

2 mA ≤ ICEL ≤ 30 mA 

Output "open" 16 V ≤ UCEH ≤ 3 V DC 

0 mA ≤ ICEH ≤ 0.2 mA 

Switching function Can be configured via Modbus. 

See chapter "Parameter descriptions" in the 

operating instruction. 

 
When connecting the devices, note the voltage drop on the 
cable. The operating voltage on the device must not be less 
than 11 V. 
 

 
Fig. 17: Maximum cable lengths (examples) 
UB = supply voltage, L = cable length 
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Modbus protocol 
Modbus is an open standard owned and administrated by an 
independent group of device manufacturers styled the 
Modbus Organization (www.modbus.org). 
Using the Modbus protocol allows devices made by different 
manufacturers to exchange information via the same 
communication bus, without the need for any special interface 
devices to be used. 

1
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Fig. 18: Communication via the Modbus protocol 
1 Modbus master  2 Terminating resistor  3 Modbus slave 1   

4 Modbus slave n … 32 

 
Modbus protocol 

Configuration Via the Modbus interface or via the local 

operating interface in connection with Asset 

Vision Basic (DAT200) and a corresponding 

Device Type Manager (DTM) 

Transmission Modbus RTU - RS485 serial connection 

Baud rate 2400, 4800, 9600, 19200, 38400, 56000, 

57600, 115200 baud 

Factory setting: 9600 baud 

Parity None, even, odd 

Factory setting: odd 

Stop bit One, two 

Factory setting: One 

IEEE format Little endian, big endian 

Factory setting: Little endian 

Typical response time < 100 ms 

Response delay time 0 ... 200 milliseconds 

Factory setting: 10 milliseconds 

 

 

Cable specification 
The maximum permissible length is dependent on the baud 
rate, the cable (diameter, capacity and surge impedance), the 
number of loads in the device chain, and the network 
configuration (2--core or 4-core). 
— At a baud rate of 9600 and with a conductor cross section 

of at least 0.14 mm2 (AWG 26), the maximum length is 
1000 m (3280 ft). 

— When using a 4-core cable as a 2-wire wiring system, the 
maximum length must be halved. 

— The spur lines must be short, a maximum of 20 m (66 ft). 
— When using a distributor with “n” connections, each 

branch must have a maximum length of 40 m (131 ft) 
divided by “n”. 

 
The maximum cable length depends on the type of cable 
used. The following standard values apply: 
— Up to 6 m (20 ft): 

cable with standard shielding or twisted-pair cable. 
— Up to 300 m (984 ft):  

double twisted-pair cable with overall foil shielding and 
integrated earth cable. 

— Up to 1200 m (3937 ft):  
double twisted-pair cable with individual foil shielding and 
integrated earth cables. Example: Belden 9729 or 
equivalent cable. 

 
A category 5 cable can be used for Modbus RS485 up to a 
maximum length of 600 m (1968 ft). For the symmetrical pairs 
in RS485 systems, a surge impedance of more than 100 Ω is 
preferred, especially at a baud rate of 19200 and above. 
 
Dimensions 
Meter tube inside diameter 
Inner diameters of the meter tubes of Coriolis mass flowmeter 
CoriolisMaster FCB130, FCB150, FCH130, FCH150. 
 
Nominal diameter Inner diameter of the meter tube 

DN 15 (1/2") 2 x 8 mm (2 x 0,31 inch) 

DN 25 (1") 2 x 16 mm (2 x 0,63 inch) 

DN 50 (2") 2 x 23,7 mm (2 x 0,93 inch) 

DN 80 (3") 2 x 36,62 mm (2 x 1,44 inch) 

DN 100 (4") 2 x 52,51 mm (2 x 2,07 inch) 

DN 150 (6") 2 x 68,9 mm (2 x 2,71 inch) 

 
Change from two to one column 
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Devices with meter tube nominal diameter DN 15 ... 50 and flange DN 10 ... 65 
Sensor with wetted parts made from stainless steel. All specified dimensions and weights are in mm (inch) or kg (lb). 

Standard Version 

 
Marine version – CL1 
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Fig. 19 
1 “Extended tower length – TE1, TE2“ or option “pressure rating of sensor secondary housing – PR5, PR6, PR7” option  2 Flange in 

accordance with EN 1092-1, ASME B16.5, ISO 7005 (connection dimensions for ASME flanges in accordance with ASME B16.5 (ANSI))  3 Flow 

direction  4 “Extended tower length - TE3” option 
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Meter tube nominal diameter DN 15 (1/2“) 

DN / process connection L Ø k Ø A B C E E1 Weight max. 

10 (3/8) PN 40 (EN 1092-1 B1) 385 (15.2) 60 (2.4) 44.5 (1.8) 80 (3.2) 49 (1.93) 283 (11.1) 

4101) (16.11)) 

 

283 (11.1) 

3572) (14.12)) 

 

13 (28.7)) 

 JIS 10K 385 (15.2) 65 (2.6) 

15 (1/2) PN 40 (EN 1092-1 B1) 385 (15.2) 65 (2.6) 

 PN 63 (EN 1092-1 B2) 

PN 100 (EN 1092-1 B2) 

403 (15.9) 75 (3.0) 

 CL150 (ASME B16.5) 435 (17.1) 60.5 (2.4) 

 CL300 (ASME B16.5) 

CL600 (ASME B16.5) 

421 (16.6) 66.5 (2.6) 

 CL900 (ASME B16.5) 

CL1500 (ASME B16.5) 

421 (16.6) 82.6 (3.3) 

 JIS 10K 385 (15.2) 70 (2.8) 

20 (3/4) PN 40 (EN 1092-1 B1) 421 (16.6) 75 (3.0) 

 CL150 (ASME B16.5) 421 (16.6) 69.9 (2.8) 

 JIS 10K 421 (16.6) 75 (3.0) 

 
Meter tube nominal diameter DN 25 (1“) 

DN / process connection L Ø k Ø A B C E E1 Weight max. 

20 (3/4) PN 40 (EN 1092-1 B1) 576 (22.7) 75 (3.0) 69.5 

(2.74) 

103 (4.06) 62 (2.44) 324 (12.8) 

4511) (17.81)) 

324 (12.8) 

3982) (15.72)) 

15 (33.1)) 

 CL150 (ASME B16.5) 575 (22.6) 69.9 (2.8) 

 JIS 10K 576 (22.7) 75 (3.0) 

25 (1) PN 40 (EN 1092-1 B1) 525 (20.7) 85 (3.3) 

 PN 63 (EN 1092-1 B2) 

PN 100 (EN 1092-1 B2) 

564 (22.2) 100 (3.9) 

 CL150 (ASME B16.5) 575 (22.6) 79.2 (3.1) 

 CL300 (ASME B16.5) 

CL600 (ASME B16.5) 

576 (22.7) 88.9 (3.5) 

 CL900 (ASME B16.5) 

CL1500 (ASME B16.5) 

576 (22.7) 101.6 (4.0) 

 JIS 10K 525 (20.7) 90 (3.54) 

40 (1 1/2) PN 40 (EN 1092-1 B1) 576 (22.7) 110 (4.33) 

 PN 63 (EN 1092-1 B2) 

PN 100 (EN 1092-1 B2) 

572 (22.5) 125 (4.92) 

 CL150 (ASME B16.5) 576 (22.7) 98.6 (3.88) 

 CL300 (ASME B16.5) 

CL600 (ASME B16.5) 

576 (22.7) 114.3 

(45.0) 

 JIS 10K 576 (22.7) 105 (4.13) 
 
1) Standard version: devices with "extended tower length – TE1, TE2“ option or "pressure rating of sensor secondary housing” option. 
2) Marine version – CL1: devices with “extended tower length – TE3“ option 

 
Tolerance for dimension L: +0 / -3 mm (+0 / -0.018 inch) 
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Meter tube nominal diameter DN 50 (2“) 

DN / process connection L Ø k Ø A B C E E1 Weight max. 

40 (1 1/2) PN 40 (EN 1092-1 B1) 763 (30) 110 (4.33) 99 (3.9) 126 (4.96) 80 (3.15) 354 (13.9) 

4811) (18.941)) 

 

354 (13.9) 

4282) (16.92)) 

31 (68,3) 

  PN 63 (EN 1092-1 B2) 

PN 100 (EN 1092-1 B2) 

745 (29.33) 125 (4.92) 

 CL150 (ASME B16.5) 763 (30) 98.6 (3.88) 

 CL300 (ASME B16.5) 

CL600 (ASME B16.5) 

756 (29.76) 114.3 (4.5) 

 CL900 (ASME B16.5) 

CL1500 (ASME B16.5) 

780 (30.71) 124 (4.88) 

 JIS 10K 763 (30) 105 (4.13) 

50 (2) PN 40 (EN 1092-1 B1) 715 (28.15) 125 (4.92) 

 PN 63 (EN 1092-1 B2) 745 (29.3) 135 (5.31) 

 PN 100 (EN 1092-1 B2) 745 (29.3) 145 (5.71) 

 CL150 (ASME B16.5) 715 (28.15) 120.7 (4.75) 

 CL300 (ASME B16.5) 763 (30) 127 (5.0) 

 CL600 (ASME B16.5) 773 (30.43) 127 (5.0) 

 CL900 (ASME B16.5) 

CL1500 (ASME B16.5) 

790 (31.1) 165.1 (6.5) 

 JIS 10K 715 (28.15) 120 (4.72) 

65 (2 1/2) PN 40 (EN 1092-1 B1) 763 (30) 145 (5.71) 

 CL150 (ASME B16.5) 756 (29.8) 139.7 (5.5) 

 CL900 (ASME B16.5) 

CL1500 (ASME B16.5) 

800 (31.5) 190.5 (7.5) 

 JIS 10K 763 (30) 140 (5.51) 
 
1) Standard version: devices with "extended tower length – TE1, TE2“ option or "pressure rating of sensor secondary housing” option. 
2) Marine version – CL1: devices with “extended tower length – TE3“ option 

 
Tolerance for dimension L: +0 / -3 mm (+0 / -0.018 inch) 
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Devices with meter tube nominal diameter DN 80 and flange DN 65 ... 100 
Sensor with wetted parts made from stainless steel. All specified dimensions and weights are in mm (inch) or kg (lb). 

Standard Version 

 
Marine version – CL1 
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Fig. 20  
1 “Extended tower length – TE1, TE2“ or option “pressure rating of sensor secondary housing – PR5, PR6, PR7” option  2 Flange in 

accordance with EN 1092-1, ASME B16.5, ISO 7005 (connection dimensions for ASME flanges in accordance with ASME B16.5 (ANSI))  3 Flow 

direction  4 “Extended tower length - TE3” option 
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Meter tube nominal diameter DN 80 (3“)  

DN / process connection L Ø k Weight max. 

65  PN 16 (EN 1092-1 B1) –1) –1) –1) 

(2 1/2“) PN 40 (EN 1092-1 B1) 910 (35.83) 145 (5.71) 74 (163.1) 

 PN 63 (EN 1092-1 B2)  160 (6.3) 78 (172.0) 

 PN 100 (EN 1092-1 B2)  170 (6.69) 82 (180.8) 

 CL150 (ASME B16.5) 920 (36.22) –1) –1) 

 CL300 (ASME B16.5) 920 (36.22) 149.4 (5.88) 76 (167.6) 

 CL600 (ASME B16.5)   77 (169.8) 

 CL900 (ASME B16.5) 965 (37.99) 190.5 (7.5) 94 (207.2) 

 CL1500 (ASME B16.5)    

 JIS 10K 910 (35.83) 140 (5.5) 74 (163.1) 

80 (3“) PN 16 (EN 1092-1 B1) 870 (34.25) 160 (6.30) 74 (163.1) 

 PN 40 (EN 1092-1 B1)   75 (165.4) 

 PN 63 (EN 1092-1 B2) 910 (35.83) 170 (6.69) 79 (174.2) 

 PN 100 (EN 1092-1 B2)  180 (7.09) 85 (187.4) 

 CL150 (ASME B16.5) 880 (34.65) 152.4 (6.00) 76 (165.4) 

 CL300 (ASME B16.5) 895 (35.24) 168.1 (6.62) 79 (174.2) 

 CL600 (ASME B16.5) 920 (36.22)  82 (180.8) 

 CL900 (ASME B16.5) 1100 (43.31) 190.5 (7.50) 94 (207.2) 

 CL1500 (ASME B16.5) 1300 (51.18) 203.2 (8.00) 106 (233.7) 

 JIS 10K 870 (34.25) 150 (5.91) 75 (165.4) 

100 (4“) PN 16 (EN 1092-1 B1) 875 (34.45) 180 (7.09) 75 (165.4) 

 PN 40 (EN 1092-1 B1)  190 (7.48) 76 (167.5) 

 PN 63 (EN 1092-1 B2) 1060 (41.73) 200 (7.87) 86 (189.6) 

 PN 100 (EN 1092-1 B2) 1080 (42.52) 210 (8.27) 94 (207.2) 

 CL150 (ASME B16.5) 880 (34.65) 190.5 (7.50) 77 (169.8) 

 CL300 (ASME B16.5) 1075 (42.32) 200.2 (7.88) 91 (200.6) 

 CL600 (ASME B16.5) 1100 (43.31) 215.9 (8.50) 101 (222.7) 

 CL900 (ASME B16.5) 1130 (44.49) 234.9 (9.25) 111 (244.7) 

 CL1500 (ASME B16.5) 1150 (45.28) 241.3 (9.50) 126 (277.8) 

 JIS 10K 1060 (41.7) 175 (6.9) 86 (189.6) 
 
1) On request 
 

Tolerance for dimension L: +0 / -3 mm (+0 / -0.018 inch) 
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Devices with meter tube nominal diameter DN 100 and flange DN 80 ... 100 
Sensor with wetted parts made from stainless steel. All specified dimensions and weights are in mm (inch) or kg (lb). 

Standard Version 

 
Marine version – CL1 
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Fig. 21 
1 “Extended tower length – TE1, TE2” option or “pressure rating of sensor secondary housing – PR5, PR6, PR7” option  2 Flange in 

accordance with EN 1092-1, ASME B16.5, ISO 7005 (connection dimensions for ASME flanges in accordance with ASME B16.5 (ANSI))  3 Flow 

direction  4 “Extended tower length - TE3” option 
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Meter tube nominal diameter DN 100 (4“) 

DN / process connection L Ø k Weight max. 

80 (3“) PN 16 (EN 1092-1 B1) 1222 (48.11) 160 (6.30) 126 (278) 

 PN 40 (EN 1092-1 B1)   126 (278) 

 PN 63 (EN 1092-1 B2) 1234 (48.58) 170 (6.69) 130 (287) 

 PN 100 (EN 1092-1 B2)  180 (7.09) 132 (291) 

 CL150 (ASME B16.5) 1244 (48.98) 152.4 (6.00) 127 (280) 

 CL300 (ASME B16.5)  168.1 (6.62) 135 (298) 

 CL600 (ASME B16.5)  168.1 (6.62) 138 (304) 

 CL900 (ASME B16.5) 1470 (57.87) 190.5 (7.50) 141 (311) 

 CL1500 (ASME B16.5) 1500 (59.05) 203.2 (8.00) 153 (337) 

 JIS 10K 1275 (50.20) 150 (5.91) 123 (271) 

100 (4“) PN 16 (EN 1092-1 B1) 1122 (44.17) 180 (7.09) 123 (271) 

 PN 40 (EN 1092-1 B1) 1144 (45.04) 190 (7.48) 126 (278) 

 PN 63 (EN 1092-1 B2) 1304 (51.34) 138 (5.43) 133 (293) 

 PN 100 (EN 1092-1 B2) 1334 (52.52) 150 (5.91) 141 (311) 

 CL150 (ASME B16.5) 1144 (45.04) 190.5 (7.50) 127 (280) 

 CL300 (ASME B16.5) 1324 (52.13) 200.2 (7.88) 139 (306) 

 CL600 (ASME B16.5) 1354 (53.31) 215.9 (8.50) 141 (311) 

 CL900 (ASME B16.5) 1380 (54.33) 234.9 (9.25) 160 (353) 

 CL1500 (ASME B16.5) 1400 (55.12) 241.3 (9.50) 174 (384) 

 JIS 10K 1150 (45.28) 175 (6.89) 126 (278) 

150 (6“) PN 16 (EN 1092-1 B1) 1300 (51.18) 240 (9.44) 131 (289) 

 PN 40 (EN 1092-1 B1) 1330 (52.36) 250 (9.84) 139 (306) 

 CL150 (ASME B16.5)  241.3 (9.50) 137 (302) 

 JIS 10K  240 (9.44) 130 (287) 

 
Tolerance for dimension L: +0 / -3 mm (+0 / -0.018 inch) 
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Devices with meter tube nominal diameter DN 150 and flange DN 100 ... 200 
Sensor with wetted parts made from stainless steel. All specified dimensions and weights are in mm (inch) or kg (lb). 

Standard Version 

 
Marine version – CL1 

G12322
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Fig. 22:  
1 “Extended tower length – TE1, TE2” or option “pressure rating of sensor secondary housing – PR5, PR6, PR7” option  2 Flange in 

accordance with EN 1092-1, ASME B16.5, ISO 7005 (connection dimensions for ASME flanges in accordance with ASME B16.5 (ANSI))  3 Flow 

direction  4 “Extended tower length - TE3” option 
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Meter tube nominal diameter DN 150 (6“) 

DN / process connection L Ø k Weight max. 

100 (4“) PN 16 (EN 1092-1 B1) 1569 (61.77) 180 (7.09) 175 (386) 

 PN 40 (EN 1092-1 B1) 1599 (62.95) 190 (7.48) 179 (395) 

 CL150 (ASME B16.5) 1630 (64.17) 190.5 (7.50) 182 (401) 

 CL300 (ASME B16.5) 1650 (64.96) 200.2 (7.88) 188 (414) 

 CL600 (ASME B16.5) 1675 (65.94) 215.9 (8.50) 198 (437) 

 CL900 (ASME B16.5) 1705 (67.13) 234.9 (9.25) 208 (459) 

 CL1500 (ASME B16.5) 1725 (67.91) 241.3 (9.50) 223 (492) 

150 (6“) PN 16 (EN 1092-1 B1) 1421 (55.94) 240 (9.45) 178 (392) 

 PN 40 (EN 1092-1 B1) 1461 (57.52) 250 (9.84) 186 (410) 

 CL150 (ASME B16.5) 1485 (58.46) 241.3 (9.50) 185 (408) 

 CL300 (ASME B16.5) 1505 (59.25) 269.7 (10.62) 203 (448) 

 CL600 (ASME B16.5) 1555 (61.22) 292.1 (11.50) 225 (496) 

 CL900 (ASME B16.5) 1605 (63.19) 317.5 (12.5) 249 (549) 

 CL1500 (ASME B16.5) 1665 (65.55)  291 (642) 

200 (8") PN 40 (EN 1092-1 B1) 1637 (64.45) 320 (12.6) 209 (461) 

 CL150 (ASME B16.5) 1650 (64.96) 298.5 (11.75) 204 (450) 

 CL300 (ASME B16.5) 1670 (65.75) 330.2 (13.0) 229 (505) 

 JIS10K 1585 (62.4) 290 (11.42) 195 (430) 

 
Tolerance for dimension L: +0 / -3 mm (+0 / -0.018 inch) 
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Devices DN 15 ... 150 in NAMUR standard installation lengths (order option S5, S7) 
Sensor with wetted parts made from stainless steel. All specified dimensions and weights are in mm (inch) or kg (lb). 

Standard Version 

 
Marine version – CL1 
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Fig. 23 
1 “Extended tower length – TE1, TE2“ option or “pressure rating of sensor secondary housing – PR5, PR6, PR7” option  2 Flange in 

accordance with EN 1092-1  3 Flow direction  4 “Extended tower length - TE3” option 
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Devices DN 15 ... 150 in NAMUR standard installation lengths 

Meter tube Process connection L Ø k Ø A B C E E1 Approx. 

weight 

 EN 1092-1 B1         

DN 15 (1/2“) DN 15 (1/2“) / PN 40  510 

(20.08) 

60 (2.4) 44.5 (1.8) 77 (3.0) 46 (1.8) 283 (11.1) 

4101) (16.11)) 

283 (11.1) 

3572) (14.12)) 

13.5 (29.8) 

DN 25 (1“) DN 25 (1“) / PN 40 600 

(23.62) 

75 (3.0) 69.5 (2.74) 103 (4.06) 62 (2.44) 324 (12.8) 

4511) (17.81)) 

324 (12.8) 

3982) (15.72)) 

15 (33.1) 

DN 50 (1“) DN 50 (1“) / PN 40 715 

(28.15) 

125 (4.92) 99 (3.9) 125 (4.92) 80 (3.15) 354 (13.9) 

4811) (18.941)) 

354 (13.9) 

4282) (16.92)) 

31 (68.3) 

DN 80 (3") DN 80 (3") / PN 40 915 

(36.02) 

160 (6.30) 155 (6.1) 183 (7.2) 123 (4.84) 445 (17.52) 

5723) (22.523)) 
– 74 (163) 

DN 100 (4") DN 100 (4") / PN 16 1400 

(55.12) 

180 (7.09) 195 (7.68) 261 (10.28) 168 (6.61) 541 (21.3) 

6683) (26.33)) 

– 123 (271) 

DN 150 (6") DN 150 (6") / PN 16 1700 

(66.93) 

240 (9.45) 260 (10.24) 320 (12.6) 205 (8.07) 630 (24.8) 

7573) (29.83)) 

– 178 (392) 

 
1) Standard version: devices with "extended tower length – TE1, TE2“ option or "pressure rating of sensor secondary housing” option. 
2) Marine version – CL1: devices with “extended tower length – TE3“ option 

 
Tolerance for dimension L: +0 / -3 mm (+0 / -0.018 inch) 
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Devices with meter tube nominal diameter DN 15 ... 80 and connections in accordance with SMS 1145, DIN 11851, 
DIN 32676, DIN ISO 228, ASME BPE and ASME B 1.20.1 
Sensor with wetted parts made from stainless steel. All specified dimensions and weights are in mm (inch) or kg (lb). 
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Fig. 24 
1 “Extended tower length – TE1, TE2” option or “pressure rating of sensor secondary housing – PR5, PR6, PR7” option  2 threaded spud in 

accordance with DIN 11851 and SMS 1145  3 Flow direction  4 Clamping connection in accordance with DIN 32676 and ASME BPE 

5 Female thread connection in accordance with DIN ISO 228 and ASME B 1.20.1 

 
Process connection in accordance with SMS 1145 meter tube nominal diameter DN 25 … 80 (1” … 3“) 

Meter 

tube 

Process 

connection 

L Ø DA Ø Di Ø A B C E Approx. weight 

DN DN PN        Aluminum1) Stainless 

steel2) 

25 (1“) 25 (1“) 6 590 (23.2) RD 40x1/6“ 22.6 (0.89) 69.5 

(2.74) 

103 

(4.06) 

62 

(2.44) 

317 / 4443)  

(12.48 / 17.483)) 

11 / 123)  

(24 / 273)) 

14 / 153)  

(31 / 333))  40 (1 1/2”)   RD 60x1/6“ 38 (1.50) 

50 (2“) 40 (1 1/2”) 6 763 (30.0) RD 60x1/6“ 35.5 (1.40) 99 

(3.46) 

125 

(4.92) 

80 

(3.15) 

354 / 4813)  

(13.94 / 18.943)) 

27 / 283)  

(60 / 623)) 

30 / 313)  

(66 / 683))  50 (2“)  740 (29.1) RD 70x1/6“ 48.5 (1.91) 

 65 (2 1/2“)   RD 85x1/6“ 60.5 (2.38) 

80 (3“) 65 (2 1/2“)  990 (39.0) RD 85x1/6“ 60.5 (2.38) 155 

(6.10) 

183 

(7.20) 

123 

(4.84) 

445 / 5723)  

(17.52 / 22.523)) 

68 / 693)  

(150 / 1523)) 

71 / 723)  

(157 / 1593))  80 (3“)  940 (37.0) RD 98x1/4“ 72.6 (2.86) 
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Process connection in accordance with DIN 11851 meter tube nominal diameter DN 15 … 80 (1/2” … 3“) 

Meter 

tube 

Process 

connection 

L Ø DA Ø Di Ø A B C E Approx. weight 

DN DN PN        Aluminum1) Stainless 

steel2) 

15 (1/2“) 10 (3/8“) 40 413 (16.3) RD 28x1/8" 10 (0.39) 44.5 

(1.75) 

77 

(3.03) 

46 

(1.81) 

278 / 4053)  

(10.94 / 15.943)) 

9 / 103) 

(20 / 223)) 

12 / 133) 

(27 / 293))  15 (1/2“)   RD 34x1/8" 16 (0.63) 

 20 (3/4“)   RD 44x1/6" 20 (0.79) 

25 (1“) 20 (3/4“)  590 (23.2) RD 44x1/6" 20 (0.79) 69.5 

(2.74) 

103 

(4.06) 

62 

(2.44) 

317 / 4443)  

(12.48 / 17.483)) 

 

11 / 123)  

(24 / 273)) 

14 / 153)  

(31 / 333))  25 (1“)   RD 52x1/6" 26 (1.02) 

 40 (1 1/2”)   RD 65x1/6" 38 (1.5) 

50 (2“) 40 (1 1/2”)  763 (30.0) RD 65x1/6" 38 (1.5) 99 

(3.46) 

125 

(4.92) 

80 

(3.15) 

354 / 4813)  

(13.94 / 18.943)) 

27 / 283)  

(60 / 623)) 

30 / 313)  

(66 / 683))  50 (2“) 25 740 (29.1) RD 78x1/6" 50 (1.97) 

 65 (2 1/2“)   RD 95x1/6" 66 (2.6) 

80 (3“) 65 (2 1/2“)  990 (39.0) RD 95x1/6" 66 (2.6) 155 

(6.10) 

183 

(7.20) 

123 

(4.84) 

445 / 5723)  

(17.52 / 22.523)) 

68 / 693)  

(150 / 1523)) 

71 / 723)  

(157 / 1593))  80 (3“)  940 (37.0) RD 110x1/4" 81 (3.19) 

 100 (4“)   RD 130x1/4" 100 (3.94) 

 
Process connection in accordance with DIN 32676 meter tube nominal diameter DN 15 … 80 (1/2” … 3“) 

Meter 

tube 

Process 

connection 

L Ø DA Ø Di Ø A B C E Approx. weight 

DN DN PN        Aluminum1) Stainless 

steel2) 

15 (1/2“) 10 (3/8“) 40 413 (16.3) 34 (1.34) 10 (0.39) 44.5 

(1.75) 

77 

(3.03) 

46 

(1.81) 

278 / 4053)  

(10.94 / 15.943)) 

9 / 103) 

(20 / 223)) 

12 / 133) 

(27 / 293))  15 (1/2“)    16 (0.63) 

 20 (3/4“)    20 (0.79) 

25 (1“) 20 (3/4“)  590 (23.2)  20 (0.79) 69.5 

(2.74) 

103 

(4.06) 

62 

(2.44) 

317 / 4443)  

(12.48 / 17.483)) 

 

11 / 123)  

(24 / 273)) 

14 / 153)  

(31 / 333))  25 (1“)   50.5 (1.99) 26 (1.02) 

 40 (1 1/2”)    38 (1.5) 

50 (2“) 40 (1 1/2”)  763 (30.0)  38 (1.5) 99 

(3.46) 

125 

(4.92) 

80 

(3.15) 

354 / 4813)  

(13.94 / 18.943)) 

27 / 283)  

(60 / 623)) 

30 / 313)  

(66 / 683))  50 (2“) 25 740 (29.1) 64 (2.52) 50 (1.97) 

 65 (2 1/2“)   91 (3.58) 66 (2.6) 

80 (3“) 65 (2 1/2“) 10 950 (37.4)  66 (2.6) 155 

(6.10) 

183 

(7.20) 

123 

(4.84) 

445 / 5723)  

(17.52 / 22.523)) 

68 / 693)  

(150 / 1523)) 

71 / 723)  

(157 / 1593))  80 (3“)  910 (35.83) 106 (4.17) 81 (3.19) 

 100 (4“)   119 (4.69) 100 (3.94) 
 

1) Devices with terminal boxes made from aluminum. 
2) Devices with terminal boxes made from stainless steel. 
3) Devices with "extended tower length" option or "pressure rating of sensor secondary housing“ option. 
 

Tolerance for dimension L: +0 / -3 mm (+0 / -0.018 inch) 
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Dimensions for sensors featuring meter tubes with nominal diameter DN 15 ... 80 (1/2" ... 3") and process connection in accordance with 

ASME BPE 

Meter 

tube 

Process 

connection 

L Ø DA Ø Di Ø A B C E Approx. weight 

DN DN PN        Aluminum1) Stainless 

steel2) 

15 (1/2“) 3/8“-Type A 10 — — — 44.5 

(1.75) 

77 

(3.03) 

46 

(1.81) 

278 / 4053)  

(10.94 / 15.943)) 

9 / 103) 

(20 / 223)) 

12 / 133) 

(27 / 293))  1/2“-Type A  433 (17.05) 25 (0.98) 9.4 (0.37) 

 3/4“-Type A  — — — 

25 (1“) 3/4“-Type A  — — — 69.5 

(2.74) 

103 

(4.06) 

62 

(2.44) 

317 / 4443)  

(12.48 / 17.483)) 

 

11 / 123)  

(24 / 273)) 

14 / 153)  

(31 / 333))  1“-Type B  590 (23.23) 50.4 (1.98) 22.1 (0.87) 

 1 1/2“-Type B  590 (23.23) 50.4 (1.98) 34.8 (1.37) 

50 (2“) 1 1/2“-Type B  — — — 99 

(3.46) 

125 

(4.92) 

80 

(3.15) 

354 / 4813)  

(13.94 / 18.943)) 

27 / 283)  

(60 / 623)) 

30 / 313)  

(66 / 683))  2“-Type B  740 (29.13) 63.9 (2.52) 47.5 (1.87) 

 2 1/2“-Type B  — — — 

80 (3“) 2 1/2“-Type B  950 (37.40) 77.4 (3.05) 60.2 (2.37) 155 

(6.10) 

183 

(7.20) 

183 

(7.20) 

445 / 5723)  

(17.52 / 22.523)) 

68 / 693)  

(150 / 1523)) 

71 / 723)  

(157 / 1593))  3“-Type B  910 (35.83) 90.9 (3.19) 72.9 (2.87) 

 4“-Type B  910 (35.83) 118.9 (4.68) 97.4 (3.83) 

 
Process connection in accordance with DIN ISO 228 and ASME B 1.20.1, meter tube nominal diameter DN 15 … 80 (1/2” … 3“) 

Meter 

tube 

Process 

connection 

L GL4) WS5) SWL5) Ø A B C E Approx. weight 

DN DN / G PN         Aluminum1) Stainless 

steel2) 

15 (1/2“) 8 (1/4“) / 

G 1/4“ 

100 450 

(17.72) 

10 

(0.39) 

19 10 

(0.39) 

44.5 

(1.75) 

77 

(3.03) 

46 

(1.81) 

278 / 4053)  

(10.94 / 15.943)) 

9 / 103) 

(20 / 223)) 

12 / 133) 

(27 / 293)) 

 15 (1/2“) / 

G 1/2“ 

  13.5 

(0.53) 

27 15 

(0.59) 

 25 (1“) / G 1“  490 

(19.29) 

17 

(0.67) 

50 20 

(0.79) 

 15 (1/2“) / 

1/2“ NPT 

 450 

(17.72) 

15.6 

(0.61) 

27 15 

(0.59) 
 

1) Devices with terminal boxes made from aluminum. 
2) Devices with terminal boxes made from stainless steel. 
3) Devices with "extended tower length" option or "pressure rating of sensor secondary housing“ option. 
4) Dimension GL: Provide thread length of female thread. 
5) Dimension SW: Provide width across flats in mm, Dimension SWL: Provide length of wrench flats in mm. 

 
Tolerance for dimension L: +0 / -3 mm (+0 / -0.018 inch) 
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Sensor with wetted parts made from C4 or C22 nickel alloy 
For devices with wetted parts made from C4 or C22 nickel alloy, the installation length (L) is different from previous tables. All 
other dimensions and the weight are unchanged. All dimensions specified in mm (inch). 
 
Dimensions for sensors with process connection in accordance with EN 1092-1 and ASME B16.5 (ANSI) 

Meter tube 

nominal 

diameter 

Process 

connection 

L 

EN 1092-1 

B1 

EN 1092-1 B1 EN 1092-1 B2 EN 1092-1 B2 ASME CL JIS 10K 

PN 16 PN 40 PN 63 PN 100 CL150 CL300 CL600  

DN 15 (1/2“) DN 10 (1/4“) — 449 (17.7) 449 (17.7) 449 (17.7) — — — 449 (17.7) 

 DN 15 (1/2“) — 442 (17.4) 442 (17.4) 442 (17.4) 442 (17.4) 442 (17.4) 442 (17.4) 442 (17.4) 

 DN 20 (3/4“) — 428 (16.9) 428 (16.9) 428 (16.9) 428 (16.9) 428 (16.9) 428 (16.9) 428 (16.9) 

DN 25 (1“) DN 20 (3/4“) — 646 (25.4) 646 (25.4) 646 (25.4) 646 (25.4) 646 (25.4) 646 (25.4) 646 (25.4) 

 DN 25 (1“) — 614 (24.2) 614 (24.2) 614 (24.2) 614 (24.2) 614 (24.2) 614 (24.2) 614 (24.2) 

 DN 40 (1 1/2“) — 576 (22.7) 576 (22.7) 576 (22.7) 576 (22.7) 576 (22.7) 576 (22.7) 576 (22.7) 

DN 50 (2“) DN 40 (1 1/2“) — 814 (32.0) 814 (32.0) 814 (32.0) 814 (32.0) 814 (32.0) 814 (32.0) 814 (32.0) 

 DN 50 (2“) — 764 (30.1) 764 (30.1) 764 (30.1) 764 (30.1) 764 (30.1) 764 (30.1) 764 (30.1) 

 DN 65 (2 1/2“) — 819 (32.2) 819 (32.2) 819 (32.2) 792 (31.2) 792 (31.2) 792 (31.2) 819 (32.2) 

DN 80 (3“) DN 65 (2 1/2“) — 1021 (40.2) 1021 (40.2) 1021 (40.2) 1021 (40.2) 1021 (40.2) 1021 (40.2) 1021 (40.2) 

 DN 80 (3“) — 971 (38.2) — 971 (38.2) 971 (38.2) 971 (38.2) 971 (38.2) 971 (38.2) 

 DN 100 (4“) 971 (38.2) 971 (38.2) 971 (38.2) 971 (38.2) 971 (38.2) 971 (38.2) 971 (38.2) 971 (38.2) 

DN 100 (4“) DN 80 (3“) 1357 (53.4) 1357 (53.4) 1357 (53.4) 1357 (53.4) 1357 (53.4) 1357 (53.4) 1357 (53.4) 1357 (53.4) 

 DN 100 (4“) 1280 (50.4) 1280 (50.4) 1280 (50.4) 1280 (50.4) 1280 (50.4) 1280 (50.4) 1280 (50.4) 1280 (50.4) 

 DN 150 (6“) 1261 (49.6) 1261 (49.6) 1261 (49.6) 1261 (49.6) 1261 (49.6) 1261 (49.6) 1261 (49.6) 1261 (49.6) 

DN 150 (6“) DN 100 (4“) 1592 (62.7) 1592 (62.7) 1632 (64.3) 1632 (64.3) 1592 (62.7) 1632 (64.3) 1632 (64.3) 1592 (62.7) 

 DN 150 (6“) 1502 (59.1) 1502 (59.1) 1542 (60.7) 1542 (60.7) 1502 (59.1) 1542 (60.7) 1542 (60.7) 1502 (59.1) 

 
L dimension tolerance: 
— Meter tube nominal diameter DN 15 ... 50 (1/2" ... 2"): +0 / -3 mm (+0 / -0.018 inch) 
— Meter tube nominal diameter DN 80 (3"): +0 / -5 mm (+0 / -0.2 inch) 
— Meter tube nominal diameter DN 100 ... 150 (4" ... 6"): +0 / -8 mm (+0 / -0.31 inch) 
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Ordering information 
NOTICE 
For dependancies and limiations please check the online Product Selection Assistant at www.abb.com/flow-selector. 
 
Main ordering information CoriolisMaster FCB130, FCB150 
 
Base model            

CoriolisMaster FCB130 Coriolis Mass Flowmeter FCB130 XX XX XXXXX XX XX X X XX XX X 

CoriolisMaster FCB150 Coriolis Mass Flowmeter FCB150 XX XX XXXXX XX XX X X XX XX X 

Explosion Protection Certification     
Continued see next page 

General Purpose   Y0   

ATEX / IECEx, (Zone 2 / 22)   A2          

ATEX / IECEx, (Zone 1 / 21)   A1          

cFMus version Class 1 Div. 2 (Zone 2 / 21)   F2          

cFMus version Class 1 Div. 1 (Zone 1 / 21)   F1          

Connection Design / Connection Box Material / Cable Glands            

Integral, defined by Transmitter housing    Y0         

Meter Size / Connection Size            

DN 15 (1/2 in.) / DN 10 (1/4 in.)    015E1        

DN 15 (1/2 in.) / DN 15 (1/2 in.)     015R0        

DN 15 (1/2 in.) / DN 20 (3/4 in.)     015R1        

DN 25 (1 in.) / DN 20 (3/4 in.)     025E1        

DN 25 (1 in.) / DN 25 (1 in.)     025R0        

DN 25 (1 in.) / DN 40 (1-1/2 in.)     025R2        

DN 50 (2 in.) / DN 40 (1-1/2 in.)     050E1        

DN 50 (2 in.) / DN 50 (2 in.)     050R0        

DN 50 (2 in.) / DN 65 (2-1/2 in.)     050R1        

DN 80 (3 in.) / DN 65 (2-1/2 in.)    080E1        

DN 80 (3 in.) / DN 80 (3 in.)    080R0        

DN 80 (3 in.) / DN 100 (4 in.)    080R1        

DN 100 (4 in.) / DN 80 (3 in.)    100E1        

DN 100 (4 in.) / DN 100 (4 in.)    100R0        

DN 100 (4 in.) / DN 150 (6 in.)    100R2        

DN 150 (6 in.) / DN 100 (4 in.)    150E2        

DN 150 (6 in.) / DN 150 (6 in.)    150R0        

DN 150 (6 in.) / DN 200 (8 in.)    150R2        
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Main ordering information        

CoriolisMaster FCB130 Coriolis Mass Flowmeter XX XX X X XX XX X 

CoriolisMaster FCB150 Coriolis Mass Flowmeter XX XX X X XX XX X 

Process Connection Type      
Continued see 

next page 

 

Flanges DIN PN 16   D2    

Flanges DIN PN 40   D4    

Flanges DIN PN 63   D5    

Flanges DIN PN 100   D6     

Flanges EN 1092-1 PN 40, NAMUR length (DN 15: 510 mm, DN 25: 600 mm, DN 50: 715 mm)  S5     

Flanges with groove PN40 EN1092-10-D   S6     

Flanges EN 1092-1 PN 16, NAMUR length (DN 15: 510 mm, DN 25: 600 mm, DN 50: 715 mm)  S7     

Flanges ANSI / ASME B16.5 Class 150   A1       

Flanges ANSI / ASME B16.5 Class 300   A3       

Flanges ANSI / ASME B16.5 Class 600   A6       

Flanges ANSI / ASME B16.5 Class 900 (p-t rating Cl 600)   A7       

Flanges ANSI / ASME B16.5 Class 1500 (p-t rating Cl 600)   A8       

Flanges JIS 10K   J1       

Flanges JIS 20K  J3       

Threaded hygienic connection SMS1145, for pipe according to DIN11866 series A   K1       

Tri-Clamp acc. DIN 32676   T1       

Tri-Clamp acc. BPE   T3       

Food industry fittings acc. DIN 11851   F1       

Female NPT thread   N5       

Female G thread   M5       

Others   Z9       

Material of Wetted Parts         

Stainless steel   A1      

Ni-Alloy   1) C1      

Flow Calibration         

Flow forward +/- 0.40 % of flow rate, Gas 1 % of flow rate    2) A     

Flow forward +/- 0.25 % of flow rate, Gas 1 % of flow rate    2) B     

Flow forward +/- 0.15 % of flow rate, Gas 0.,5 % of flow rate   3) C     

Flow forward +/- 0.10 % of flow rate, Gas 0.5 % of flow rate   3) D     

Flow forward +/- 0.20 % of flow rate, Gas 1 % of flow rate    2) E     

Flow forward / reverse +/- 0.40 % of flow rate, Gas 1 % of flow rate    2) J     

Flow forward / reverse +/- 0.25 % of flow rate, Gas 1 % of flow rate    2) K     

Flow forward / reverse +/- 0.15 % of flow rate, Gas 0.5 % of flow rate   3) L     

Flow forward / reverse +/- 0.10 % of flow rate, Gas 0.5 % of flow rate   3) M     

Flow forward / reverse +/- 0.20 % of flow rate, Gas 1 % of flow rate    2) N     

Others    Z     

Density Calibration         

Density 10 g/l     2) 1    

Density 2 g/l     3) 3    

Density 1 g/l     3) 4    

Density 0.5 g/l    3) 5    

Others     9    
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Main ordering information     

CoriolisMaster FCB130 Coriolis Mass Flowmeter  XX XX X 

CoriolisMaster FCB150 Coriolis Mass Flowmeter  XX XX X 

Connection Design / Transmitter Housing Type / Transmitter Housing Material / Cable Glands     

Integral / Single compartment / Aluminium / 2 x M20 x 1.5  B1   

Integral / Single compartment / Aluminium / 2 x NPT 1/2 in.  B2   

Integral / Single compartment / Stainless Steel / 2 x M20 x 1.5  T1   

Integral / Single compartment / Stainless Steel / 2 x NPT 1/2 in.  T2   

Outputs     

MODBUS, 2 digital outputs (passive)    M2  

Power Supply     

11 … 30 V DC     C 

 
Additional ordering information 
 

CoriolisMaster FCB130 Coriolis Mass Flowmeter XX XXX XXX XX 

CoriolisMaster FCB150 Coriolis Mass Flowmeter XX XXX XXX XX 

Certificates     

Test report 2.2 acc. EN 10204 confirmation of material  C1    

Material monitoring with inspection certificate 3.1 acc. EN 10204  C2    

Material monitoring with inspection certificate 3.2 acc. EN 10204  C3    

Material monitoring NACE MR 01-75 with inspection certificate 3.1 acc. EN 10204  CN    

Declaration of compliance with the order 2.1 acc. EN 10204  C4    

Inspection certificate 3.1 acc. EN 10204 for visual, dimensional and functional test  C6    

Inspection certificate 3.1 acc. EN 10204 for positive material identification PMI (confirmation only)  CA    

Pressure test acc. AD2000  CB    

Test package (pressure test, non-destructive test, welder & welding procedure certificate)  CT    

Inspection certificate 3.1 acc. EN 10204 for NDE of welds  C8    

Certificate of accuracy 2.1 acc. EN 10204  CM    

Inspection certificate 3.1 acc. EN 10204 for positive material identification PMI (inlclusive heat analysis)  CR    

Others  CZ    

Ships Register Certifications    

DNVGL CL1   

Custody Transfer Certification    

Custody transfer acc. MID (OIML) 3) CM1  

Special Operation Mode   

Standard + FillMass filling function  3) N5 

Standard + DensiMass concentration measurement  3) N6 

VeriMass - Meter verification   N7 
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Additional ordering information      

CoriolisMaster FCB130 Coriolis Mass Flowmeter  XX XXX XX XXX 

CoriolisMaster FCB150 Coriolis Mass Flowmeter  XX XXX XX XXX 

Documentation Language      

German   M1    

English   M5    

Language package Western Europe / Scandinavia (Languages: DA, ES, FR, IT, NL, PT, FI, SV)  MW    

Language package Eastern Europe (Languages: EL, CS, ET, LV, LT, HU, HR, PL, SK, SL, RO, BG)  ME    

Others   MZ    

Pressure Rating of Sensor Secondary Containment      

Maximum burst pressure 6 MPa / 60 bar / 870 psi inclusive tower length extension    PR5   

Maximum burst pressure 10 MPa / 100 bar / 1450 psi inclusive tower length extension    PR6   

Maximum burst pressure 15 MPa / 150 bar / 2175 psi inclusive tower length extension    PR7   

Device Identification Plate      

Stainless steel plate with TAG no.     T1  

Others     TZ  

Extended Tower Length      

Tower length extension - meter insulation capability      TE1 

Tower length extension - meter insulation capability with double sealing      TE2 

Tower length extension -short- insulation capability     TE3 
 
1) If the sensor wetted parts are Ni-Alloy based, parts of the sensor housing are Ni-Alloy based too 
2) Only with CoriolisMaster FCB130 
3) Only with CoriolisMaster FCB150 

 
Accessories 
 
Description Order no. 

FCx1xx Local Operation Interface (LOI) Adapter and cable 3KXS310000L0001 
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NOTICE 
For dependancies and limiations please check the online Product Selection Assistant at www.abb.com/flow-selector. 
 
Main ordering information CoriolisMaster FCH130, FCH150 
 
Base model            

CoriolisMaster FCH130 Coriolis Mass Flowmeter FCH130 XX XX XXXXX XX XX X X XX XX X 

CoriolisMaster FCH150 Coriolis Mass Flowmeter FCH150 XX XX XXXXX XX XX X X XX XX X 

Explosion Protection Certification       Continued see next page 

 General Purpose   Y0     

ATEX / IECEx, (Zone 2 / 22)   A2          

ATEX / IECEx, (Zone 1 / 21)   A1          

cFMus version Class 1 Div. 2 (Zone 2 / 21)   F2          

cFMus version Class 1 Div. 1 (Zone 1 / 21)   F1          

Connection Design / Connection Box Material / Cable Glands            

Integral, defined by Transmitter housing    Y0         

Meter Size / Connection Size            

DN 25 (1 in.) / DN 20 (3/4 in.)     025E1        

DN 25 (1 in.) / DN 25 (1 in.)     025R0        

DN 25 (1 in.) / DN 40 (1-1/2 in.)     025R2        

DN 50 (2 in.) / DN 40 (1-1/2 in.)     050E1        

DN 50 (2 in.) / DN 50 (2 in.)     050R0        

DN 50 (2 in.) / DN 65 (2-1/2 in.)     050R1        

DN 80 (3 in.) / DN 65 (2-1/2 in.)    080E1        

DN 80 (3 in.) / DN 80 (3 in.)    080R0        

DN 80 (3 in.) / DN 100 (4 in.)    080R1        

Process Connection Type            

Tri-Clamp acc. DIN 32676      T1       

Tri-Clamp acc. ASME BPE      T3       

Food industry fittings acc. DIN 11851      F1       

Others     Z9       

Material of Wetted Parts            

Stainless steel, polished 1.4404 / 1.4435 (316L)      H2      
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Main ordering information       

CoriolisMaster FCH130 Coriolis Mass Flowmeter  X X XX XX X 

CoriolisMaster FCH150 Coriolis Mass Flowmeter  X X XX XX X 

Flow Calibration       

Flow forward +/- 0.40 % of flow rate, Gas 1 % of flow rate  1) A     

Flow forward +/- 0.25 % of flow rate, Gas 1 % of flow rate  1) B     

Flow forward +/- 0.15 % of flow rate, Gas 0.5 % of flow rate 2) C     

Flow forward +/- 0.10 % of flow rate, Gas 0.5 % of flow rate 2) D     

Flow forward +/- 0.20 % of flow rate, Gas 1 % of flow rate  1) E     

Flow forward / reverse +/- 0.40 % of flow rate, Gas 1 % of flow rate  1) J     

Flow forward / reverse +/- 0.25 % of flow rate, Gas 1 % of flow rate  1) K     

Flow forward / reverse +/- 0.15 % of flow rate, Gas 0.5 % of flow rate 2) L     

Flow forward / reverse +/- 0.10 % of flow rate, Gas 0.5 % of flow rate 2) M     

Flow forward / reverse +/- 0.20 % of flow rate, Gas 1 % of flow rate  1) N     

Others  Z     

Density Calibration       

Density 10 g/l   1) 1    

Density 2 g/l   2) 3    

Density 1 g/l   2) 4    

Others   9    

Connection Design / Transmitter Housing Type / Transmitter Housing Material / Cable Glands       

Integral / Single compartment / Aluminium / 2 x M20 x 1.5    B1   

Integral / Single compartment / Aluminium / 2 x NPT 1/2 in.    B2   

Integral / Single compartment / Stainless Steel / 2 x M20 x 1.5    T1   

Integral / Single compartment / Stainless Steel / 2 x NPT 1/2 in.    T2   

Outputs       

MODBUS, 2 digital outputs (passive)      M2  

Power Supply       

11 … 30 V DC       C 
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Additional ordering information 
 

CoriolisMaster FCH130 Coriolis Mass Flowmeter XX XXX XX XX XX XXX 

CoriolisMaster FCH150 Coriolis Mass Flowmeter XX XXX XX XX XX XXX 

Certificates       

Test report 2.2 acc. EN 10204 confirmation of material  C1      

Material monitoring with inspection certificate 3.1 acc. EN 10204  C2      

Material monitoring with inspection certificate 3.2 acc. EN 10204  C3      

Material monitoring NACE MR 01-75 with inspection certificate 3.1 acc. EN 10204  CN      

Declaration of compliance with the order 2.1 acc. EN 10204  C4      

Inspection certificate 3.1 acc. EN 10204 for visual, dimensional and functional test  C6      

Inspection certificate 3.1 acc. EN 10204 for positive material identification PMI (confirmation only)  CA      

Pressure test acc. AD2000  CB      

Test package (pressure test, non-destructive test, welder & welding procedure certificate) CT      

Inspection certificate 3.1 acc. EN 10204 for NDE of welds  C8      

Certificate of compliance for calibration 2.1 acc. EN 10204  CM      

Inspection certificate 3.1 acc. EN 10204 for positive material identification PMI (inlclusive heat analysis)  CR      

Others  CZ      

Custody Transfer Certification      

Custody transfer acc. MID (OIML) CM1     

Special Operation Mode      

Standard + FillMass filling function  2) N5    

Standard + DensiMass concentration measurement  2) N6    

VeriMass - Meter verification  N7    

Documentation Language      

German    M1   

English    M5   

Language package Western Europe / Scandinavia (Languages: DA, ES, FR, IT, NL, PT, FI, SV)   MW   

Language package Eastern Europe (Languages: EL, CS, ET, LV, LT, HU, HR, PL, SK, SL, RO, BG)   ME   

Others    MZ   

Device Identification Plate      

Stainless steel plate with TAG no.     T1  

Others     TZ  

Extended Tower Length      

Tower length extension - meter insulation capability      TE1 

Tower length extension - meter insulation capability with double sealing      TE2 

Tower length extension -short- insulation capability     TE3 
 
1) Only with CoriolisMaster FCH130 
2) Only with CoriolisMaster FCH150 

 
Accessories 
 
Description Order no. 

FCx1xx Local Operation Interface (LOI) Adapter and cable 3KXS310000L0001 

 
Change from two to one column 
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Use in potentially explosive atmospheres according to ATEX and IECEx 

NOTICE 
Further information on the approval of devices for use in potentially explosive atmospheres can be found in the type examination 
certificates or the relevant certificates at www.abb.com/flow. 
 
Device overview 
 
 Standard / No explosion protection Zone 2, 21, 22 Zone 1, 21 (Zone 0) 

Model number FCx1xx Y0  FCx1xx A2 FCx1xx A1 

— Standard 

— Zone 2, 21, 22 

— Zone 1, 21 

— Zone 0 

 

   
 
Ex-marking 
 
NOTICE 
— Depending on the design, a specific marking in accordance with ATEX or IECEx applies. 
— ABB reserves the right to modify the Ex-marking. Refer to the name plate for the exact marking. 
 
Devices with a maximum ambient temperature Tamb. 55 °C (131 °F) 
The Ex-marking stated in the following tables only apply to devices with a maximum permitted ambient temperature of Tamb. 
55 °C (131 °F) (order code ambient temperature rangeTA8)! 
 
Marking for model FCx1xx-A2… in Zone 2, 21, 22 

ATEX IECEx 

FM 14 ATEX0017X 

II 3 G Ex nA mc IIC T6 … T2 Gc 

FM 14 ATEX0016X 

II 2 D Ex tb IIIC T85°C … Tmedium Db 

IECEx FME 14.0003X 

Ex nA mc IIC T6 … T2 Gc 

Ex tb IIIC T85°C ... Tmedium Db 

 
Marking for model FCx1xx-A1 in Zone 1, 21 (Zone 0) 

ATEX IECEx 

FM 14 ATEX0016X 

II 2/1 G Ex e ia mb IIC T5 ... T2 Ga/Gb Tamb.max= 55°C 

II 2/1 G Ex e ia mb IIC T6 ... T2 Ga/Gb Tamb.max= 50°C 

II 2 D Ex ia tb IIIC T85°C ... Tmedium Db 

Control Installation Drawing No. 3KXF000014G0009 

IECEx FME 14.0003X 

Ex e ia mb IIC T5 ... T2 Ga/Gb Tamb.max= 55°C 

Ex e ia mb IIC T6 ... T2 Ga/Gb Tamb.max= 50°C 

Ex ia tb IIIC T85°C ... Tmedium Db 

Control Installation Drawing No. 3KXF000014G0009 

 
  

G11604a

ATEX

IECEx

G11604b G11604c

Zone 0

ATEX

IECEx
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Devices with a maximum ambient temperature Tamb. 70 °C (158 °F) 
The Ex marking stated in the following tables only applies to devices with a maximum permissible ambient temperature of 
Tamb. 70 °C (158 °F) (order code ambient temperature range TA3 / TA9)! 
 
Marking for model FCx1xx-A2… in Zone 2, 21, 22 

ATEX IECEx 

FM 14 ATEX0017X 

II 3 G Ex nA mc IIC T6 … T2 Gc 

FM 14 ATEX0016X 

II 2 D Ex tb IIIC T85°C … Tmedium Db 

IECEx FME 14.0003X 

Ex nA mc IIC T6 … T2 Gc 

Ex tb IIIC T85°C ... Tmedium Db 

 
Marking for model FCx1xx-A1 in Zone 1, 21 (Zone 0) 

ATEX IECEx 

FM 14 ATEX0016X 

II 2/1 G Ex e ia mb IIC T6 ... T2 Ga/Gb Tamb.max= 70°C 

II 2 D Ex ia tb IIIC T85°C ... Tmedium Db 

Control Installation Drawing No. 3KXF000014G0009 

IECEx FME 14.0003X 

Ex e ia mb IIC T6 ... T2 Ga/Gb Tamb.max= 70°C 

Ex ia tb IIIC T85°C ... Tmedium Db 

Control Installation Drawing No. 3KXF000014G0009 

 
 
Change from one to two columns 

Temperature data 
Temperature resistance for the connecting cable 
The temperature at the cable entries of the device is 
dependent on the measuring medium temperature Tmedium 
and the ambient temperature Tamb.. 
For the electrical connection of the device, only use cables 
with sufficient temperature resistance according to the 
following diagram or table. 
 
Devices with a maximum ambient temperature Tamb. 55 °C 
(131 °F) 
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Fig. 25:Temperature range for the cable 
A Temperature resistance ≥ 70 °C (158 °F) 

B Temperature resistance ≥ 80 °C (176 °F) 

 

Devices with a maximum ambient temperature Tamb. 70 °C 
(158 °F) 
 
Tamb. Temperature resistance for the connecting 

cable 

≤ 50 °C (≤ 122 °F) ≥ 70 °C (≥ 158 °F) 

≤ 60 °C (≤ 140 °F) ≥ 80 °C (≥ 176 °F) 

≤ 70 °C (≤ 158 °F) ≥ 90 °C (≥ 194 °F) 
 

Above an ambient temperature of Tamb. ≥ 60 °C (≥ 140 °F), 
the wires in the connection box must be insulated with the 
enclosed silicone hoses. 
 

Change from two to one column 
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Devices with a maximum ambient temperature Tamb. 55 °C (131 °F) 
The temperature data stated on this page only applies to devices with a maximum permitted ambient temperature of 
Tamb. 55 °C (131 °F) (order code ambient temperature range TA8)! 
 
Environmental and process conditions for model FCx1xx... 
 
Ambient temperature Measuring medium temperature IP rating / NEMA rating 

[Tamb.] [Tamb., optional] [Tmedium]  

-20 ...  55 °C (-4 ... 131 °F) -40 ...  55 °C (-40 ... 131 °F) -40 … 205 °C (-40 … 400 °F) IP 64, IP 65, IP 67, IP 68 and NEMA 

4X / type 4X 

 
Measuring medium temperature (Ex data) for model FCx1xx-A1… in Zone 1 
 
Ambient temperature [Tamb.] ≤50 °C (≤122 °F) ≤55 °C (≤131 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T1 205 °C (400 °F) 205 °C (400 °F) 

T2 205 °C (400 °F) 205 °C (400 °F) 

T3 195 °C (383 °F) 195 °C (383 °F) 

T4 130 °C (266 °F) 130 °C (266 °F) 

T5 95 °C (203 °F) 95 °C (203 °F) 

T6 80 °C (176 °F) — 

 
Measuring medium temperature (Ex data) for model FCx1xx-A2... in Zone 2 
 
Ambient temperature [Tamb.] ≤50 °C (≤122 °F) ≤55 °C (≤131 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T1 205 °C (400 °F) 205 °C (400 °F) 

T2 205 °C (400 °F) 205 °C (400 °F) 

T3 195 °C (383 °F) 195 °C (383 °F) 

T4 130 °C (266 °F) 130 °C (266 °F) 

T5 95 °C (203 °F) 95 °C (203 °F) 

T6 80 °C (176 °F) 80 °C (176 °F) 

 
Measuring medium temperature (Ex data) for model FCx1xx-A1… in Zone 21 and FCx1xx-A2 ... in Zone 22 
 
Ambient temperature [Tamb.] ≤50 °C (≤122 °F) ≤55 °C (≤131 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T210°C 205 °C (400 °F) 205 °C (400 °F) 

T200°C 195 °C (383 °F) 195 °C (383 °F) 

T135°C 130 °C (266 °F) 130 °C (266 °F) 

T100°C 95 °C (203 °F) 95 °C (203 °F) 

T85°C 80 °C (176 °F) — 
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Devices with a maximum ambient temperature Tamb. 70 °C (158 °F) 
The temperature data stated on this page only applies to devices with a maximum permitted ambient temperature of 
Tamb. 70 °C (158 °F) (order code ambient temperature range TA3 / TA9)! 
 
Environmental and process conditions for model FCx1xx... 
 
Ambient temperature Measuring medium temperature IP rating / NEMA rating 

[Tamb.] [Tamb., optional] [Tmedium]  

-20 ... 70 °C (-4 ... 158 °F) -40 ... 70 °C (-40 ... 158 °F) -40 … 205 °C (-40 … 400 °F) IP 65, IP 67, IP 68 and NEMA 4X / 

type 4X 

 
Measuring medium temperature (Ex data) for model FCx1xx-A1… in Zone 1 
 
Ambient temperature [Tamb.] ≤30 °C (≤86 °F) ≤50 °C (≤122 °F) ≤60 °C (≤140 °F) ≤70 °C (≤158 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T1 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T2 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T3 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 

T4 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 

T5 95 °C (203 °F) 95 °C (203 °F) 95 °C (203 °F) 95 °C (203 °F) 

T6 80 °C (176 °F) 80 °C (176 °F) 80 °C (176 °F) — 

 
Measuring medium temperature (Ex data) for model FCx1xx-A2... in Zone 2 
 
Ambient temperature [Tamb.] ≤30 °C (≤86 °F) ≤50 °C (≤122 °F) ≤60 °C (≤140 °F) ≤70 °C (≤158 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T1 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T2 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T3 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 

T4 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 

T5 95 °C (203 °F) 95 °C (203 °F) — — 

T6 80 °C (176 °F) — — — 

 
Measuring medium temperature (Ex data) for model FCx1xx-A1… in Zone 21 and FCx1xx-A2 ... in Zone 22 
In zones 21 and 22, the surface temperature of the device corresponds to the measuring medium temperature of the device 
Tmedium. 
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Electrical data 
Modbus outputs and digital outputs 
Devices with a maximum ambient temperature Tamb. 55 °C (131 °F) 
The electrical data stated in the following tables only applies to devices with a maximum permitted ambient temperature of 
Tamb. 55 °C (131 °F) (order code ambient temperature rangeTA8)! 
 
Model: FCx1xx-A1, FCx1xx-A2 

Outputs Operating 

values 

Type of protection 

 (general) "nA" (zone 2) "e" (zone 1) "ia" (zone 1) 

 UN [V] IN [mA] UN [V] IN [mA] UM [V] IM [mA] Uo [V] Io [mA] Po[mW] Co[nF] Co PA[nF] LO[mH] 

Modbus, active 

Terminals A / B 

3 30 3 30 30 30 4.2 150 150 0 0 0 

Ui [V] Ii [mA] Pi [mW] Ci [nF] Ci pa [nF] Li [mH] 

±4.2 150 150 0 0 0 

Digital output DO1, passive 

Terminals 41 / 42 

30 25 30 25 30 25 30 25 187 2.4 2.4 0.2 

Digital output DO2, passive 

Terminals 51 / 52 

30 25 30 25 30 25 30 25 187 10 0 0.2 

 
All outputs are electrically isolated from each other and from the power supply. 
Digital outputs DO1 / DO2 are not electrically isolated from each other. Terminals 42 / 52 have the same potential. 
 
Devices with a maximum ambient temperature Tamb. 70 °C (158 °F) 
The electrical data stated in the following tables only applies to devices with a maximum permitted ambient temperature of 
Tamb. 70 °C (158 °F) (order code ambient temperature rangeTA3 / TA9)! 
 
Model: FCx1xx-A1, FCx1xx-A2 

Outputs Operating 

values 

Type of protection 

 (general) "nA" (zone 2) "e" (zone 1) "ia" (zone 1) 

 UN [V] IN [mA] UN [V] IN [mA] UM [V] IM [mA] Uo [V] Io [mA] Po[mW] Co[nF] Co PA[nF] LO[mH] 

Modbus, active 

Terminals A / B 

3 30 3 30 30 30 4.2 150 150 0 0 0 

Ui [V] Ii [mA] Pi [mW] Ci [nF] Ci pa [nF] Li [mH] 

±4.2 150 150 0 0 0 

Digital output DO1, passive 

Terminals 41 / 42 

30 25 30 25 30 25 30 25 187 2.4 2.4 0.2 

Digital output DO2, passive 

Terminals 51 / 52 

30 25 30 25 30 25 30 25 187 20 0 0.2 

 
All outputs are electrically isolated from each other and from the power supply. 
Digital outputs DO1 / DO2 are not electrically isolated from each other. Terminals 42 / 52 have the same potential. 
 
Change from one to two columns 
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Special connection conditions 
NOTICE 
If the protective conductor (PE) is connected in the 
flowmeter's terminal box, you must ensure that no dangerous 
potential difference can arise between the protective 
conductor (PE) and the equipotential bonding (PA) in the 
hazardous area. 
 
The output circuits are designed so that they can be 
connected to both intrinsically-safe and non-intrinsically-safe 
circuits. 
— It is not permitted to combine intrinsically safe and non-

intrinsically safe circuits. 
— On intrinsically-safe circuits, equipotential bonding must 

be in place along the entire length of the cable used for 
the digital outputs. 

— The rated voltage of the non-intrinsically safe circuits is 
UM = 30 V. 

— Provided that the rated voltage UM = 30 V is not exceeded 
if connections are established to non-intrinsically safe 
external circuits, intrinsic safety is preserved. 

— When changing the type of protection, the information in 
the corresponding chapter entitled "Changing the type of 
protection" in the operating instructions must be 
observed. 

 

Change from two to one column 
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Use in potentially explosive atmospheres in accordance with cFMus 

NOTICE 
Further information on the approval of devices for use in potentially explosive atmospheres can be found in the type examination 
certificates or the relevant certificates at www.abb.com/flow. 
 
Device overview 
 
 Standard / No explosion protection Class I Div. 2 Zone 2, 21 Class I Div. 1 Zone 0, 1, 20 ,21 

Model number FCx1xx Y0 FCx1xx F2 FCx1xx F1 

— Standard 

— Class I Div. 2 

— Class I Div. 1 

— Zone 2, 21 

— Zone 1, 21 

— Zone 0, 20 
   

 
Ex-marking 
 
NOTICE 
— Depending on the design, a specific marking in accordance with FM applies. 
— ABB reserves the right to modify the Ex-marking. Refer to the name plate for the exact marking. 
 
Marking for model FCx1xx-F2… in Zone 2, Div. 2 

FM (marking for US) FM (marking for Canada) 

NI: CL I, DIV2, GPS ABCD, T6 … T2 

NI: CL II, III, DIV2, GPS EFG, T6 … T3B 

DIP: CL II, Div 1, GPS EFG, T6 … T3B 

DIP: CL III, Div 1, 2, T6 … T3B 

CL I, ZN 2, AEx nA nR IIC T6 ... T2 

ZN 21 AEx tb IIIC T85°C ... T165°C 

See instructions for T-Class information 

NI: CL I, DIV2, GPS ABCD, T6 … T2 

NI: CL II, III, DIV2, GPS EFG, T6 … T3B 

DIP: CL II, Div 1, GPS EFG, T6 … T3B 

DIP: CL III, Div 1, 2, T6 … T3B 

Ex nA IIC T6 … T2 

See instructions for T-Class information 

 
Marking for model FCx1xx-F1… in Zone 1, Div. 1 

FM (marking for US) FM (marking for Canada) 

NI: CL I, DIV2, GPS ABCD, T6 … T2 

NI: CL II, III, DIV2, GPS EFG, T6 … T3B 

XP-IS: CL I, Div 1, GPS BCD, T6 … T2 

DIP: CL II, Div 1, GPS EFG, T6 … T3B 

DIP: CL III, Div 1, 2, T6 … T3B 

CL I, ZN 1, AEx d ia IIB+H2 T6 .. T2 

ZN 21 AEx ia tb IIIC T85°C to T165°C 

See instructions for T-Class information 

Control Installation Drawing No. 3KXF000014G0009 

NI: CL I, DIV2, GPS ABCD, T6 … T2 

NI: CL II, III, DIV2, GPS EFG, T6 … T3B 

XP-IS: CL I, Div 1, GPS BCD, T6 … T2 

DIP: CL II, Div 1, GPS EFG, T6 … T2 

DIP: CL III, Div 1, 2, T6 … T3B 

Ex d ia IIB+H2 T6 .. T2 

Ex ia INTRINSICALLY SAFE SECURITE INTRINSEQUE 

See instructions for T-Class information 

Control Installation Drawing No. 3KXF000014G0009 

 
Change from one to two columns 
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Temperature data 
Temperature resistance for the connecting cable 
The temperature at the cable entries of the device is 
dependent on the measuring medium temperature Tmedium 
and the ambient temperature Tamb.. 
For the electrical connection of the device, only use cables 
with sufficient temperature resistance according to the 
following diagram or table. 
 
Devices with a maximum ambient temperature Tamb. 55 °C 
(131 °F) 
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Fig. 26:Temperature range for the cable 
A Temperature resistance ≥ 70 °C (158 °F) 

B Temperature resistance ≥ 80 °C (176 °F) 

 
Devices with a maximum ambient temperature Tamb. 70 °C 
(158 °F) 
 
Tamb. Temperature resistance for the connecting 

cable 

≤ 50 °C (≤ 122 °F) ≥ 70 °C (≥ 158 °F) 

≤ 60 °C (≤ 140 °F) ≥ 80 °C (≥ 176 °F) 

≤ 70 °C (≤ 158 °F) ≥ 90 °C (≥ 194 °F) 

 
Above an ambient temperature of Tamb. ≥ 60 °C (≥ 140 °F), 
the wires in the connection box must be insulated with the 
enclosed silicone hoses. 

 

Change from two to one column 
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Devices with a maximum ambient temperature Tamb. 55 °C (131 °F) 
The temperature data stated on this page only applies to devices with a maximum permitted ambient temperature of 
Tamb. 55 °C (131 °F) (order code ambient temperature rangeTA8)! 
 
Environmental and process conditions for model FCx1xx... 
 
Ambient temperature Measuring medium temperature IP rating / NEMA rating 

[Tamb] [Tamb, optional] [Tmedium]  

-20 ...  55 °C (-4 ... 131 °F) -40 ...  55 °C (-40 ... 131 °F) -40 … 205 °C (-40 … 400 °F) IP 64, IP 65, IP 67, IP 68 and NEMA 

4X / type 4X 

 
NOTICE 
All cable conduits (conduits) must be sealed within a distance of 18 inches (450 mm) from the device. 
 
Measuring medium temperature (Ex data) for model FCx1xx-F1... in Class I Div. 1, Class I Zone 1 
 
Ambient temperature [Tamb] ≤50 °C (≤122 °F) ≤55 °C (≤131 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T1 205 °C (400 °F) 205 °C (400 °F) 

T2 205 °C (400 °F) 205 °C (400 °F) 

T3 195 °C (383 °F) 195 °C (383 °F) 

T4 130 °C (266 °F) 130 °C (266 °F) 

T5 95 °C (203 °F) 95 °C (203 °F) 

T6 80 °C (176 °F) 80 °C (176 °F) 

 
Measuring medium temperature (Ex data) for model FCx1xx-F2... in Class I Div. 2, Class I Zone 2 
 
Ambient temperature [Tamb] ≤50 °C (≤122 °F) ≤55 °C (≤131 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T1 205 °C (400 °F) 205 °C (400 °F) 

T2 205 °C (400 °F) 205 °C (400 °F) 

T3 195 °C (383 °F) 195 °C (383 °F) 

T4 130 °C (266 °F) 130 °C (266 °F) 

T5 95 °C (203 °F) 95 °C (203 °F) 

T6 80 °C (176 °F) 80 °C (176 °F) 

 
Measuring medium temperature (Ex data) for model FCx1xx-F1... in Zone 21, Class II / III and FCx1xx-F2... in Zone 22, 
Class II / III 
 
Ambient temperature [Tamb] ≤50 °C (≤122 °F) ≤55 °C (≤131 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T165°C 160 °C (320 °F) 160 °C (320 °F) 

T135°C 130 °C (266 °F) 130 °C (266 °F) 

T100°C 95 °C (203 °F) 95 °C (203 °F) 

T85°C 80 °C (176 °F) — 
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Devices with a maximum ambient temperature Tamb. 70 °C (158 °F) 
The temperature data stated on this page only applies to devices with a maximum permitted ambient temperature of 
Tamb. 70 °C (158 °F) (order code ambient temperature rangeTA3 / TA9)! 
 
Environmental and process conditions for model FCx1xx... 
 
Ambient temperature Measuring medium temperature IP rating / NEMA rating 

[Tamb.] [Tamb., optional] [Tmedium]  

-20 ... 70 °C (-4 ... 158 °F) -40 ... 70 °C (-40 ... 158 °F) -40 … 205 °C (-40 … 400 °F) IP 65, IP 67, IP 68 and NEMA 4X / 

type 4X 

 
NOTICE 
All cable conduits (conduits) must be sealed within a distance of 18 inches (450 mm) from the device. 
 
Measuring medium temperature (Ex data) for model FCx1xx-F1... in Class I Div. 1, Class I Zone 1 
 
Ambient temperature [Tamb.] ≤30 °C (≤86 °F) ≤50 °C (≤122 °F) ≤60 °C (≤140 °F) ≤70 °C (≤158 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T1 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T2 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T3 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 

T4 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 

T5 95 °C (203 °F) 95 °C (203 °F) 95 °C (203 °F) 95 °C (203 °F) 

T6 80 °C (176 °F) 80 °C (176 °F) 80 °C (176 °F) — 

 
Measuring medium temperature (Ex data) for model FCx1xx-F2... in Class I Div. 2, Class I Zone 2 
 
Ambient temperature [Tamb.] ≤30 °C (≤86 °F) ≤50 °C (≤122 °F) ≤60 °C (≤140 °F) ≤70 °C (≤158 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T1 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T2 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T3 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 

T4 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 

T5 95 °C (203 °F) 95 °C (203 °F) — — 

T6 80 °C (176 °F) — — — 

 
Measuring medium temperature (Ex data) for model FCx1xx-F1... in Zone 21, Class II / III and FCx1xx-F2... in Zone 22, 
Class II / III 
 
Ambient temperature [Tamb.] ≤30 °C (≤86 °F) ≤50 °C (≤122 °F) ≤60 °C (≤140 °F) ≤70 °C (≤158 °F) 

Temperature class Maximum permissible measuring medium temperature [Tmedium] 

T210°C 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 205 °C (400 °F) 

T200°C 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 195 °C (383 °F) 

T135°C 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 130 °C (266 °F) 

T100°C 95 °C (203 °F) 95 °C (203 °F) — — 

T85°C 80 °C (176 °F) 80 °C (176 °F) — — 
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Electrical data 
Modbus outputs and digital outputs 
Devices with a maximum ambient temperature Tamb. 55 °C (131 °F) 
The electrical data stated in the following tables only applies to devices with a maximum permitted ambient temperature of 
Tamb. 55 °C (131 °F) (order code ambient temperature rangeTA8)! 
 
Model: FCx1xx-F1, FCx1xx-F2 

Outputs Operating 

values 

Type of protection 

 (general) NI (Div. 2, 

Zone 2) 

XP (Div. 1, 

Zone 1) 

IS 

(Div. 1, Zone 1) 

 UN [V] IN [mA] UN [V] IN [mA] UM [V] IM [mA] Uo [V] Io [mA] Po[mW] Co[nF] Co PA[nF] LO[mH] 

Modbus, active 

Terminals A / B 

3 30 3 30 30 30 4.2 150 150 0 0 0 

Ui [V] Ii [mA] Pi [mW] Ci [nF] Ci pa [nF] Li [mH] 

±4.2 150 150 0 0 0 

Digital output DO1, passive 

Terminals 41 / 42 

30 25 30 25 30 25 30 25 187 2.4 2.4 0.2 

Digital output DO2, passive 

Terminals 51 / 52 

30 25 30 25 30 25 30 25 187 10 0 0.2 

 
All outputs are electrically isolated from each other and from the power supply. 
Digital outputs DO1 / DO2 are not electrically isolated from each other. Terminals 42 / 52 have the same potential. 
 
Devices with a maximum ambient temperature Tamb. 70 °C (158 °F) 
The electrical data stated in the following tables only applies to devices with a maximum permitted ambient temperature of 
Tamb. 70 °C (158 °F) (order code ambient temperature rangeTA3 / TA9)! 
 
Model: FCx1xx-F1, FCx1xx-F2 

Outputs Operating 

values 

Type of protection 

 (general) NI (Div. 2, 

Zone 2) 

XP (Div. 1, 

Zone 1) 

IS 

(Div. 1, Zone 1) 

 UN [V] IN [mA] UN [V] IN [mA] UM [V] IM [mA] Uo [V] Io [mA] Po[mW] Co[nF] Co PA[nF] LO[mH] 

Modbus, active 

Terminals A / B 

3 30 3 30 30 30 4.2 150 150 0 0 0 

Ui [V] Ii [mA] Pi [mW] Ci [nF] Ci pa [nF] Li [mH] 

±4.2 150 150 0 0 0 

Digital output DO1, passive 

Terminals 41 / 42 

30 25 30 25 30 25 30 25 187 2.4 2.4 0.2 

Digital output DO2, passive 

Terminals 51 / 52 

30 25 30 25 30 25 30 25 187 20 0 0.2 

 
All outputs are electrically isolated from each other and from the power supply. 
Digital outputs DO1 / DO2 are not electrically isolated from each other. Terminals 42 / 52 have the same potential. 
 
Change from one to two columns 
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Special connection conditions 
The output circuits are designed so that they can be 
connected to both intrinsically-safe and non-intrinsically-safe 
circuits. 
— It is not permitted to combine intrinsically safe and non-

intrinsically safe circuits. 
— On intrinsically-safe circuits, equipotential bonding must 

be in place along the entire length of the cable used for 
the digital outputs. 

— The rated voltage of the non-intrinsically safe circuits is 
UM = 30 V. 

— Provided that the rated voltage UM = 30 V is not exceeded 
if connections are established to non-intrinsically safe 
external circuits, intrinsic safety is preserved. 

— When changing the type of protection, the information in 
the corresponding chapter entitled "Changing the type of 
protection" in the operating instructions must be 
observed. 

 
NOTICE 
If the protective conductor (PE) is connected in the 
flowmeter's terminal box, you must ensure that no dangerous 
potential difference can arise between the protective 
conductor (PE) and the equipotential bonding (PA) in the 
hazardous area. 
 

 

 
 
 
"Parameter descriptions" in the operating instruction 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
Trademarks 
® Modbus is a registered trademark of the Modbus Organization 

™ Hastelloy C-4 is a Haynes International trademark 

™ Hastelloy C-22 is a Haynes International trademark 
Change from two to one column 
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Questionnaire 

Customer: 

 
 Date: 

 
Ms. / Mr.: 

 

 Department: 

Telephone: 

 

 Fax: 

   

Measuring medium: 

 

 Liquid content: Gas content: 

Flow rate: 

(min., max., operating point) 

 kg/h 

Density: 

(min., max., operating point) 

 kg/m3 

Dynamic viscosity: 

(min., max., operating point) 

 mPas/cP 

Measuring medium temperature: 

(min., max., operating point) 

 °C 

Ambient temperature 

 

 °C 

Pressure: 

(min., max., operating point) 

 bar 

Rate of flow:   Steady  Pulsating 

Batch operation:   Yes  No 

Concentration calculation:   Yes  No 

Transmitter design:   Integral mount design  Remote mount design 

Explosion protection:   Yes  No 

Power supply:   11 ... 30 V DC  

Electrical outputs:   Communication: 

   Pulse output, passive  Modbus-RTU, RS 485 

Additional specifications: 

Pipeline diameter: 

Process connection: 

  

…………………………mm 

………………………… 
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possible lack of information in this document. 
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