TERMOSTATIK KONDENSTOP

THERMOSTATIC STEAM TRAP

HYT-30

MHELS

HOSE-EXPANSION JOINT-LEVEL CONTROL-STEAM TRAP

OZELLIKLER

HYT 30 Yiksek tahliye kapasitesi ve kog darbesine dayanikli olmasi
sebebi ile pek ¢cok proseste tercih edilir.

Bakimi kolaydir, icerisinde yer alan termostatik kapsil buhar doyma
egrisini takip ederek olusan kondensi tahliye eder. Sistemdeki
kondens yikiine bagli olarak sirekli veya kesikli olarak kondens
tahliyesini gergeklestirir.

Havay! ve yogusmayan gazlari tahliye eder ve baslangigta hizlica
yuksek miktarda soguk suyu tahliye eder.

Korozif ortamlarda ¢ok uzun 6miirli 3 termostatik kapsiil igerir.

HYT 30 standart olarak 10K olarak dretilir. Buhar doyma sicakliginin
10°C altinda galisir.

Opsiyonel olarak :
5K kapsul buhar doyma sicakliginin 5°C altinda gahisir.
30K kapsul buhar doyma sicakliginin 30°C altinda ¢alisir.

MALZEME LISTESi
1 Govde ASTM A105
2 Kapak ASTM A105
3 Kapsdil Pas. Celik AISI 304

CALISMA SARTLARI
Max.Calisma Basinci PMO Bar 32
Max.Calisma Sicakligi TMO °C 240
Max.fark basinci APMX Bar 21
Govde
Max.Dizayn basinci PMA 28 49
Bar
Max.Dizayn sicakligi TMA °C 400 20
BAGLANTI TIPLERI

1/2”-3/4”- 1” Disli BSP veya NPT
DN15-DN20-DN25 Flansli

FEATURES

HYT-30 is very suited in many process by its high dicharge condence
capacity and resistant to water hammer in steam lines.

Its maintenance is easy and thermostatic capsul is discharging
condansate with vaporing line. It discharges condansate continously
or intermittently depend on the volume of condansate in pipeline.
Automatically vents air and non-condensable gases and has a high
cold water capacity for rapid start-up.

HYT-30 produced 10K as standard and operates 10°C deg below
evaporation temperature.

Optional :
5K is working below 5°C deg of vaporing temperature
30K is working below 30°C deg of vaporing temperature

MALZEME LISTESI
1 Body Carbon Steel
2 Cover Carbon Steel

3 Capsule  Stainless Steel AlSI 304

WORKING CONDITIONS
Max. Working Pressure PMO Bar 32
Max. Working Temp  TMO °C 240
Max. Diff. Pressure  APMX Bar 21
Body
Max.Design Pressure 28 49
Bar
Max.Design Temp ~ TMA °C 400 20
WORKING CONDITIONS

1/2”-3/4”-1” Screwed BSP or NPT
DN15-DN20-DN25 Flanged
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Buhar ceketli borular Air discharger in steam lines
HYT30 Termostatik kondenstop Basingl ekipmanlar yénetmeligi PED
SIPARI GRNEEI / CERTIFICATION 37/23/EC isemlen
HYT 30 BSP %" Grup 2 de yer alan akiskanlarin kullanimi igin uygundur.
Siparis sirasinda ; Baglanti tipi, buhar basinci, buhar sicakhg, Madde 3.3 e gére CE markalamasi yapilamaz.

kondens ylkd, ters basing bilinmelidir.
HTD37 Thermodynamic Steam trap complies of requirements of the

HYT-30 BSP %” European Pressure Equipment Directive PED 97/23/EC.
Please inform connection type, steam pressure, steam temperature, It is suitable to use for flow medias in Group 2.
volume of condansate, delta P. No need for CE marking acc. to article 3.3
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